A.  It was, it come out, the whole way

out the crosscut, it just made somewhat of

a curve.  Not clear out into the intake entry,

no,

Q.  But, it did not stop at the rib line?  The
tin wall?

A.  It come out, more or less, right beside
the rib line, it just made a curve, it just,
the last piece of tin, what I'm saying, was just
bent to make the curve.

Q.  And, where did the charging unit end?  Did
it follow that curve?

A.  It was right at the end of the tin?

Q.  Where the tin ends, when you say the end
of the tin, do you mean the curve?

A.  Right at the curve piece, right at the curve
piece.

Q.  Where it started to curve?
A.  Um-hmm.

Mr. Korber stated that after the four inch pipe was
installed he did not test the air ventilating the charging
station, but he believed that the next shift did.  However,
he did not know whether records were made of the tests, and
he was not aware of the test results.  He indicated that
one of the shift foremen told him that the larger pipe was
drawing out more of the air (Tr. 145-147).

Mr. Korber confirmed that no one moved the charger unit
to ascertain whether moving it would take care of the problem
(Tr. 154).  In response to further questions, Mr. Korber
testified as follows (Tr. 154-158):

JUDGE KOUTRAS:  So, why didn't, on an experimental
basis, was it ever suggested to anyone, "Hey,
let's move it in and see if it works?"  Because,
if you moVed it in and it didn't work, no one
did that did they?

THE WITNESS;  No.

JUDGE KOUTRAS: No one actually moved this unit
back to see whether that would take care of the
problem?
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